MAC Address View User Manual

e Viewing method under Windows

Step1:
Double click “MAC address View.bat”.

Step2:
Double click C Driver, and you can view all the MAC addresses from the file’MACaddress.txt”.

e MAC Address viewing method under MAC OS

Step1. Click the apple icon on the left hand corner then click [ About This Mac |
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Step 2. Click [ More Info ]
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Version 10.9.4

| Software Update... |

Processor 1.3 GHz Intel Core i5
Memory 4GB 1600 MHz DDR3

Startup Disk Macintosh HD

| More Info... |
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Step 3. Click [ System Report |

® 00 About This Mac
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MacBook Air

11l-inch, Mid 2013

Processor 1.3 GHz Intel Core i5

Memory 4 GBE 1600 MHz DDR3
Graphics Intel HD Graphics 5000

Serial Number COZLILD4F5NT

Software 0S5 X 10.9.4 (13E28)
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Step 4. Click [ Network] — [Location] on the left hand side menu
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¥ Hardware Pvo: . _
ATA (;unﬁguratmn Method: Automatic
] Proxies:
Audio Exceptions List: * local, 169.254/16
Bluetooth FTP Passive Mode: Yes
Camera AXBB179 USB 3.0 to Gigabit Ethernet:
Type: Ethernet

Card Reatder BSD Device Name: enl2652

Diagnostics IPyd:
Disc Burning Configuration Method: DHCP
Ethernet Cards IPvE:
Fibre Channel Configuration Method: Automatic
) ) Proxies:
FireWire Exceptions List:  *.local, 169.254/16
Graphics/Displays FTP Passive Mode: Yes
Hardware RAID 802.11 n WLAN:
Memory Type: Ethernet
PCI Cards BSD Device Name: enl2b53
P
Parallel SCSI Configuration Method: DHCP
Power IPvk:
Printers Configuration Method: Automatic
SAS Proxies:
Exceptions List: * local, 169.254/16
SATA/SATA Express FTP Passive Mode: Yes
SPI AXBB179 USE 3.0 to Gigabit Ethernet 2:
Storage Type: Ethernet
BSD Device Name: enl2bos4d
Thunderiok Hardware (MAC) Address: 00:23:56:0¢:95:02
use IPv4:
¥ Network Configuration Method: DHCP
Firewall IPvé:
Configuration Method: Automatic
Volumes Proxies: _ _
Exceptions List: * local, 169.254/16
WIWAN FTP Passive Mode: Yes
Wi-Fi Bluetooth PAN:
¥ Software Type: Ethernet
Accessibility |Bp5:;D.4-DEWCE Name: enl
Applications Configuration Method: DHCP
Components IPwk:
Developer Configuration Method: Automatic
; Proxies:
Disabled Software Exceptions List:  *.local, 169.254/16
Extensions FTP Passive Mode: Yes
Fonts Thunderbolt Bridge:
Frarmeworks Type: Bridge
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Step 5. The Mac Address will be shown on the right hand side under the column of the Internet card.



