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1. Before RAID setup, Pls. make sure you already connect the bridge board and 

device already . 
2. Check the Device already be detect at “Device Manager” . 

 
3. Click the “FWConfig” icon . 

 
4. Press the “Rescan 1394 Bus” button, then press “Configuration Editor… ” button . 

 



5. Press “RAID Config … ” button . 

 
6. Select the RAID Type “Stripe” . 

 



7. Select the “Number Of Drives” to “2” .( If you using 4 Drives Pls. Select “4”) . 
Select the Device Order as you connecting . 
When you finish the setup, Pls. Press “OK” to exit . 

 
8. Pls. Press “Apply Changes” button . 

 



9. The RAID setup is finish, Pls. press “OK” to close the dialogue . 

 

10.  Pls. unplug the 1394 Bridge Board cable and turn off the Bridge Board Power . 
When a moment, Pls. turn on the Bridge Board Power then plug the 1394 cable 
into Host .  

11.  Now check your Device Manager will find one device here .  

 
12.  Pls. open “Computer Management” to format the disk . 

 



13.  Move the Cursor on “Disk 1 (H)” then press Mouse Right button . 
When dialogue appear, Pls. select “ Delete Partition” then press Mouse Left 
button . 

 

14.  Pls. press “Yes” . 

 

15.  Move the Cursor on “Disk 1 ” then press Mouse Right button . 
When dialogue appear, Pls. select “ New Partition” then press Mouse Left 
button . 

 



16.  Press “Next” to continue . 

 

17.  Press “Next” to continue . 

 

18.  Press “Next” to continue . 

 



19.  Press “Next” to continue . 

 

20.  Press “Next” to continue . 

 

21.  Press “Finish” to continue . 

 



22.  Strapping setup is successful .  

 
 

 
 


