MEDINTEK

Software Release Note for STA

Product Name

USB Wireless Card

Interface Supported

USB

Install Package Version

MT7610U_D5.0.1.23_SDK1.0.2.15_UI5.0.0.22_20150210.dmg

Driver Version 5.0.1.23
User Interface Version 5.0.0.22
Date 2015-02-10

System Requirement:

Mac OS X 10.10.X/10.9.X / 10.8.X /10.7.X

Hardware Supported:
MT7610U chipset USB
MT7612U chipset USB

Software Supported:

Mac OS X 10.10.X/10.9.X /10.8.X /10.7.X
USBWireless-Install.pkg
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Release History:

Driver 5.0.1.23

1. 7662 WiFi MAC CR value update.

Driver 5.0.1.22

1. Fixed Rssiissue.

Driver 5.0.1.21

1. Fixed Scan no AP issue

Driver 5.0.1.20

1. Fixed disconnect issue after few hours
2. Update Firmware

Driver 5.0.1.19

1. Fixed disconnect issue after few hours
2. WDOG setting change

Driver 5.0.1.14

3. Support EDCCA
4. Support DFS

Driver 5.0.1.13

1. WiFi Mac Initial CR update

Driver 5.0.1.12

1. Support set and query Country Region
2.  Support DFS

Driver 5.0.1.11

1. Some code does not include VHT for Phy is A Band capable
Use macro as each PHY combination ex. IS_PHY_SUPPORT_5G_ONLY
Remove PHY_11A check and only use RadarChannelCheck for DFS

Driver 5.0.1.10

1. Support EDCCA
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Utility 5.0.0.22

1. Create profile automatically if connect from sitesurvey page.
2. fixed. Dont connect to non-security AP when there is no profile after plug-in,

reboot.
3. fixed. 5G channel list not complete after restart or plug in.

Utility 5.0.0.21
1. Show * when edit profile on WEP PSK key field.

Utility 5.0.0.20

1. Implement WPS Profile setting check Key Length and Key value. 64 key must be
hex. otherwise popup warning message..

Utility 5.0.0.19

1. Fixed Ul crash issue in Chinese OS

Utility 5.0.0.18

1. Fixed WPS status display wrong

Utility 5.0.0.17

1. EDCCA, 802.11h enable based on country region setting

Utility 5.0.0.16

1. Support The following settings Enable or Disbale thru Settings.plist
- Support Country Region
- Support DFS
- Support EDCCA

Utility 5.0.0.15

1. Fixed. Unistall does not remove profile plist.

2. Fixed. Ul WPSPAge PIN register edit SSID with "\". Profile list show ssid is
empty

3. Fixed. AP ssid with "\W\\\". Ul unable to connect

4. Fixed. Use WPS Page PIN Register SSID and Password with "\\\\" unable to
connect with router
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